
               
 

 

FALCHEM WRP 
 
DESCRIPTION: 

 

Falchem WRP is a wire rope lubricant and protective for use in industrial, mining and marine 

environments. It contains anti-rust additives. White spirits is also incorporated to permit easy application 

and to ensure effective penetration of the rope. 

 

TYPICAL PHYSICAL PROPERTIES 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

The stated figures are typical of the above obtained with normal production tolerances and do not constitute 

a specification. 

 

APPLICATION 

Falchem WRP provides excellent corrosion protection and lubrication for wire ropes in industrial, mining 

and marine applications. It is particularly recommended for use as ‘core’ lubricant in the manufacture if 

wire ropes for marine use. Falchem WRP should be applied, preferably when the rope is dry, by brush, 

swab or by mechanical application. At temperatures below 0°C, additional white spirit (up to 10%) may be 

thoroughly mixed with WRP to assist in its application and understand penetration. At the 10% dilution, 

WRP can be effectively brush down to 30°C. The quantity of Falchem WRP required to ‘dress’ a rope 

may be estimated as follows: 

 

W  = 0.0015 DL 

Where W = Weight of Falchem WRP in kilograms 

 D = Diameter of rope in Millimeters 

 L = Length of rope in Meters 

 

E.g. A rope 30 meters long and 20mm diameter would require 0.9 kilograms of Falchem WRP. 

 

 

 

GRADE        W                   R                      P 

 Test 

Method 

Units  

Density @ 

15°C 

ASTM D 

1298 

Kg / I 0.875 

Drop 

Point 

(after 

evaporatio

n of 

solvent) 

ASTM D 

127 

°C 90 (min) 

Color   Dark Brown 

Flash 

Point 

ASTM D 

93 

°C 53 



               
Falchem WRP may also be used as a general-purpose, soft-film, corrosion preventive for the long-term 

storage (two years) of ferrous items; the film WRP may be removed by wiping or by washing with white 

spirits. 

 

SAFETY AND HANDLING 

 

HANDLING Handle with care.  Store in dry, cool and well ventilated environment. 

SAFETY IMMEDIATE ACTIONS 

Eye Contact Avoid Eye Contact.  Otherwise, flush with plenty of water for a few 

minutes.  Seek medical attention. 

Skin Contact Avoid Skin contact.  Otherwise, wash contaminated area thoroughly 

with water.  Seek medical attention. 

Inhalation Do not breathe gas/vapors.  Otherwise, seek fresh air source at once.  

Seek medical attention.  In case of insufficient ventilation, wear 

suitable respiratory equipment.. 

If Swallowed Avoid ingestion.  Otherwise, consume considerable quantity of water.  

Do not induce vomiting.  Seek medical attention. 

General 

instructions 

Avoid spillage, splashing and mishandling.  Precautionary measures 

for body protection are strongly recommended before use. 
 

 

PACKING SIZE: 16KGS PAILS 

 

 

Read the Material Safety Data Sheet before using this product 

 

For detailed information on safety and health, please refer to Material Safety Data Sheet 

and/or product label. 

 

 

ENERCHEM (S) PTE LTD (Manufacturer of trademark FALCHEM®) of or any 

subsidiaries or associated companies warranties of merchantability and competence, if 

any, along with any expressed warranties concerning this merchandise, shall not be 

actionable or pertinent or effective if goods is used contrarily or differently to the 

directions herein and in no other way may due to impending hazards from inappropriate 

use of the good explained herein.  Merchants might vary insubstantially depending on 

country of origin.  The information provided concerning merchandise is exclusively 

presented to the customer. 


